
Item # Articles or 
Services 

QTY Delivery 
Time 

Type # of Circuits Configuration 
(see image 
below) 

Width 
(inches) 

Length 
(inches) 

Resistance 
(Ohms) 

1 TPC6002-K1-1-
51-1.3-7.0-5-
R514-W6-36-1-
Q1-120 or 
EQUAL 

6 8 weeks ARO Kapton 
Printed 
Circuit 

1 51 1.3 7.0 514 

2 TPC6002-K2-1-
51-1.3-7.0-5-
R863-W6-36-1-
Q1-120 or 
EQUAL 

6 12 weeks ARO Kapton 
Wire 
Wound 

1 51 1.3 7.0 863 

3 TPC6002-K2-1-
51-1.6-2.8-5-
R514-W6-36-1-
Q1-120 or 
EQUAL 

12 8 weeks ARO Kapton 
Wire 
Wound 

1 51 1.6 2.8 517 

4 TPC6002-K2-1-
51-1.0-2.7-5-
R1553-W6-36-1-
Q1-120 or 
EQUAL 

24 8 weeks ARO Kapton 
Wire 
Wound 

1 51 1.0 2.7 1553 

5 TPC6002-K2-1-
51-1.0-2.7-5-
R1294-W6-36-1-
Q1-120 or 
EQUAL 

6 12 weeks ARO Kapton 
Wire 
Wound 

1 51 1.0 2.7 1294 

6 TPC6002-K2-3-
61-4.5-0-5-
R1134-R970-
R970-W2-36-1-
Q1-120 or 
EQUAL 

9 8 weeks ARO Kapton 
Wire 
Wound 

3 61 Circular, 4.5-inch diameter 3 circuits: 1134, 970, 
970 



 

 

 

7 TPC6002-K1-1-
51-2.6-4.0-5-
R567-W6-36-1-
Q1-120 or 
EQUAL 

3 6 weeks ARO Kapton 
Printed 
Circuit 

1 51 2.6 4.0 567 

8 TPC6002-K1-1-
51-2.6-4.0-5-
R575-W6-36-1-
Q1-120 or 
EQUAL 

6 6 weeks ARO Kapton 
Printed 
Circuit 

1 51 2.6 4.0 575 

9 TPC6002-K2-1-
51-1.6-2.8-5-
R1026-W6-36-1-
Q1-120 or 
EQUAL 

6 12 weeks ARO Kapton 
Wire 
Wound 

1 51 1.6 2.8 1026 

10 TPC6002-K2-1-
51-1.0-2.7-5-
R1694-W6-36-1-
Q1-120 or 
EQUAL 

12 12 weeks ARO Kapton 
Wire 
Wound 

1 51 1.0 2.7 1694 

11 TPC6002-K1-1-
51-2.6-4.0-5-
R543-W6-36-1-
Q1-120 or 
EQUAL 

4 6 weeks ARO Kapton 
Printed 
Circuit 

1 51 2.6 4.0 543 

12 TPC6002-K2-1-
51-1.3-7.0-5-
R970-W6-36-1-
Q1-120 or 
EQUAL 

12 8 weeks ARO Kapton 
Wire 
Wound 

1 51 1.3 7.0 970 



 

 

 

All  

5% resistance tolerance 

Leadwire type: MIL-W-22759/11-22 Teflon insulated, 22 AWG 

Leadwire length: 36” 

Surface backing: 3M 966 Adhesive 

ATP Burn-In: 168 hours 

Operating Voltage: 120V 



 


